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                 Tools needed to complete this installation 
 

  - Cordless drill with #2 Philips driver bit 

   - Measuring tape and marker 

    - Two foot level 

  - Reciprocal or circular saw 

  - Duct tape 

  - Rubber mallet 

 

  Materials needed to complete this installation 
 

  - Pressure treated 2ò x 6ò, enough for the length of the housing, plus 4ô 

     example: 16ô wide pool = box length of 19ô6ò + 4ô = 23ô6ò (24ô required) 

  - Two times the length of the box in 2ò x 4ò, this is for structural forming 

    and will be removed later, therefore it does not need to be pressure treated 

  - 50 - 2ò (min) wood screws. Can be longer, just not too short 

  - MEK catalyst. This will be used for bonding the panels together 
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STEP 1 PRELIMINARY INSTRUCTIONS  

This cover housing consists of:  
 

¶  Side panels, black 

¶  Drain retainer, black 

¶  Corrugated drain, white 

¶  Box Ends, black 

¶  Wood alignment blocks 

¶  Tek Screws 

¶  Plastic panel ñHò clip strips 

¶      Empty bottle for MEK catalyst 

Tools & Materials required 
 

¶ Cordless drill 

¶ Measuring tape and marker 

¶ Level 

¶ Reciprocal or circular saw 

¶ Duct tape 

¶ Rubber mallet 

¶ MEK catalyst 

¶ 2ò wood screws 

Site Requirements prior installation  

 
¶ Excavate drive end extension 36ò beyond track (water) line. 

¶ Excavate non-drive extension 20ò beyond track (water) line. 

¶ Excavate depth from top of pool panel 16ò depth  

2ò Hydraulic chase from equipment pad to drive end of housing  
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Fig. 1 



4  

 

STEP 2 ASSEMBLY OF THE RECESS HOUSING 

Fig. 2 Fig. 3 Fig. 4 

1. As shown in Fig.3 insert           

     side panels into the clip 

     on the drain retainer. 

 

 

1. With the side panel in place,      

      apply a bead of the MEK    

      on both sides of the  

      retaining clip. Shown in  

      Shown Fig. 4. 

 

*** Per MEK instructions, 

       Use care in respect to  

        contact with skin.*** 

          

1. Snap the drain pipe into the  

     drain retainer for the entire  

     length as shown in Fig. 2. 

 

2. With supplied screws,  

     secure the drain pipe to the           

     drain retainer so the rows 

     of holes are visible as shown 

     in Fig. 2. 

For the other side, repeat steps as shown in 

Fig. 5.  

Snap in pre-cut white plastic ñHò clips as shown 

on all seams.  Apply MEK catalyst to all areas.  

Fig. 5 
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Fig. 6 


